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ABSTRACT: Measurements of in situ atmospheric water absorption and desorption
in ionic liquids (ILs) (1-ethyl-3-methylimidazolium tetraﬂuoroborate [C2C1im][BF4], 1-butyl-3-methylimidazolium acetate [C4C1im][OAc], and 1-butyl-3-methylimidazolium chloride [C4C1im][Cl]) were made using a gravimetric microbalance at
temperatures ranging from 283.15 to 315.15 K and relative humidity (RH) 0−70% at
101 kPa. Solubility data were well correlated using the nonrandom two-liquid
(NRTL) activity model, and time dependent concentration data were used to
determine the binary diﬀusion coeﬃcients using one- and two-dimensional transport
models of water in the IL−water systems. The solubility of water was highest in
[C4C1im][OAc] (77.5 mol %), followed by [C4C1im][Cl] (68.6 mol %), and
[C2C1im][BF4] (19.5 mol %) at equivalent conditions (303.15 K and 25.00% RH).
The diﬀusion coeﬃcients in order of increasing relative humidity ranged from 1.3 ×
10−10 to 2.8 × 10−11 m2/s for [C2C1im][BF4], from 8.8 × 10−12 to 3.9 × 10−11 m2/s
for [C4C1im][OAc], and from 4.5 × 10−12 to 2.8 × 10−11 m2/s for [C4C1im][Cl]. Heats of absorption were calculated and
ranged from 39 to 44 kJ/mol for [C2C1im][BF4], from 47 to 45 kJ/mol for [C4C1im][OAc], and from 55 to 45 kJ/mol for
[C4C1im][Cl] with increasing water mole fraction of 0.3−0.8. The water diﬀusivity increases with increasing water
concentration in both [C4C1im][OAc] and [C4C1im][Cl] with respect to decreasing viscosity and heats of absorption.
However, the diﬀusivity of water in [C2C1im][BF4] decreases with increasing water concentration with respect to decreasing
viscosity and increasing heats of absorption. Diﬀusing radius calculations using the Stokes−Einstein relationship support the
hypothesis that a few water molecules through hydrogen bonding form clusters with the [OAc] and [Cl] anions, but much
larger water/BF4− clusters/networks are occurring in the [C2C1im][BF4] system which increase in size with increase in water
concentration.

I. INTRODUCTION

common and realistic methods of undesired water sorption
occur from exposure to atmospheric conditions.
The present study investigates the in situ atmospheric water
vapor absorption and desorption in three imidazolium-based
ionic liquids: [C2C1im][BF4], [C4C1im][OAc], and [C4C1im][Cl] over a range of temperatures (283−315 K) and relative
humidity conditions (0−70%). The isothermal measurements
were performed using a gravimetric microbalance, which
measured total weight as a function of time. The IL
[C2C1im][BF4] was selected in order to validate the
gravimetric technique used herein, and [C4C1im][OAc] and
[C4C1im][Cl] were chosen as these are known hydrophilic
ionic liquids. The solubility data was correlated using the
nonrandom two-liquid (NRTL) solution model, and the timedependent mass sorption data was analyzed to calculate
diﬀusion coeﬃcients and enthalpies of absorption.

Ionic liquids (ILs) are organic salts which are liquid at
temperatures below 373.15 K. Studies involving ILs continue
to increase, with more than 5000 papers published on the topic
by 2016.1 Part of the interest in ILs is due to their negligible
vapor pressure and the ability to tailor both the cation and
anion, which allows them to replace conventional organic
solvents and be designed for speciﬁc applications. However,
the tunable physical and chemical properties of ILs, such as
viscosity, density, conductivity, and solvation ability, can be
aﬀected by water contamination.2−4 Depending on the
application, the eﬀect of water present in ionic liquids may
be beneﬁcial, as it is in improving extraction of proteins.5 Yet in
other cases, the presence of water in ILs can be detrimental,
such as hindering the solvation of cellulose,6 or reducing the
electrochemical window7 and making the use of ILs impractical
as electrolyte materials. Although ionic liquids can conventionally be separated into hydrophobic or hydrophilic
categories, all ILs are hygroscopic to an extent.8−10 Most
studies investigating water−IL interactions are performed with
deliberate water addition to the IL system. However, the most
© 2019 American Chemical Society
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II. EXPERIMENTAL METHODS
II.a. Materials. The ionic liquids (ILs) investigated in this
work were 1-ethyl-3-methylimidazolium tetraﬂuoroborate
[C2C1im][BF4] (≥98.5% purity, Fluka, lot and ﬁlling code
1084445 11106247, CAS No. 143314-16-3), 1-butyl-3methylimidazolium acetate [C4C1im][OAc] (>95% purity,
Fluka, lot and ﬁlling code S41687 11707B11, CAS No.
284049-75-8), and 1-butyl-3-methylimidazolium chloride
[C4C1im][Cl] (>99.0% purity, lot and ﬁlling code 1084617
22905013, CAS No. 79917-90-1). The as-received water
content was determined for each ionic liquid using Karl Fischer
coulometric titration (Mettler Toledo DL36 Karl Fischer
coulometric titrator), and the calibration was checked with a
water standard (94 ± 10 ppm H2O, Apura , Merck KGaA,
product no. 1.88050.0010, lot code HC61276950). Water
concentrations in [C2C1im][BF4], [C4C1im][OAc], and
[C4C1im][Cl] were determined to be 249 ± 13 ppm, 2200
± 400 ppm, and 4636 ± 53 ppm, respectively. The chemical
structures of the ILs are shown in Figure 1.

Figure 2. Diagram of the IGAsorp gravimetric microbalance.
Counterweight and sample side components (symbols “i” and “j”)
are described in Table 1.

instrument operation and experimental procedure has been
published;11 however, it is worthwhile to describe the
buoyancy correction applied in this study. The buoyant force
(Cb) acting on an object can be calculated using eq 1, where g
is the gravitational acceleration, Vi is the object volume, and ρg
is the density of the gas surrounding the object at a known
temperature and relative humidity (T, RH).
C b = gVi ρg (T , RH)

(1)

The density of the gas surrounding the sample container is
calculated using the partial pressures of nitrogen (PN2) and
water (PH2O), as shown in eq 2.
ρg =

PH2O MWH2O + PN2 MWN2
RT

(2)

The partial pressure of water is related to the relative
humidity and temperature, as shown in eq 3, where P0 is the
saturation pressure of water. The NIST database (REFPROP
v9.112) was used to determine physical properties for nitrogen
and water used in this study.

Figure 1. Chemical structures of ILs studied: (a) [C2C1im][BF4], (b)
[C4C1im][OAc], and (c) [C4C1im][Cl].

The sorption studies used reverse osmosis water (15 mΩ·cm
at 298 K) and nitrogen gas (Matheson grade <1 ppm H2O, lot
code 7727-37-9), and a molecular sieve trap (Restek 22015, lot
code 393152-22015) was installed at the inlet to the
microbalance instrument to remove trace amounts of water
from the nitrogen gas.
II.b. Absorption and Desorption Studies. II.b.i. Instrument Overview. Water sorption experiments were measured
gravimetrically using the Hiden Isochema IGAsorp microbalance. The IGAsorp is a dynamic vapor analyzer, with a 0.05
μg resolution and a 1 g weighing capacity limit. It operates at
ambient pressure with a temperature range of 278−573 K and
has a sample side and a counterweight side, as illustrated in
Figure 2 with components listed in Table 1. The instrument
measures the mass of the sample as a function of time, and the
data acquisition and control is via the Hiden HIsorp software.
The IGAsorp operates in dynamic mode and utilizes a
combination of wet and dry nitrogen streams to control the
relative humidity (RH) inside the instrument. The RH sensor
(Vaisala HMT333, ±1% RH) located in the sample chamber
provides feedback to the mass ﬂow controllers, and the
temperature probe (platinum RTD ±0.1 K) provides feedback
to the water bath and/or heater. A detailed description of the

%RH =

PH2O
0
PH2O(T )

× 100%
(3)

Prior to loading the sample, a force balance is used to
determine the correction factor needed to minimize the
buoyancy eﬀects.11 The force balance shown in eq 4 includes
the summation of the sample side (mi, ms, ma), and
counterweight side components (mj), the summation of the
buoyancy eﬀects on both the sample side and counterweight
side, and the correction factor (Cf). The force balance also
includes physical properties such as component density for
each item on the sample and tare weight sides (ρik and ρjk),
surrounding gas density (ρg), sample density (ρs), and
absorbed mass density (ρa). As shown in eq 4 and Table 1,
temperature within the balance is a function of position. The
balance housing is controlled and maintained at 343.15 K, the
counterweight side is not temperature controlled but is often at
approximately 333.15 K, and the sample chamber temperature
is controlled using the water bath or the heater. Therefore, a
temperature proﬁle is present along both sides of the balance,
as reported in Table 1.
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Table 1. IGAsorp Components Considered in the Buoyancy Correction for This Study
symbol

component

material

weight (g)

density (g/cm3)

temperature (K)

s
a
i1
i2
i3
i4
j1
j2
j3
j4

sample
interacted vapor
sample container
lower sample hook
sample chain
sample side balance hook
counterweight (CW)
lower CW hook
CW chain
CW side balance hook

variable
water
Pyrex
tungsten
22 kt gold
tungsten
316 SS
tungsten
22 kt gold
tungsten

ms
ma
0.271
0.0057
0.0930
0.0059
0.3808
0.0057
0.0650
0.0058

ρs
ρa
2.23
19.04
11.10
19.04
7.89
19.04
11.10
1.04

sample temp
sample temp
sample temp
sample temp
temp proﬁle i
343.15
333.15
333.15
top half = 338.15; bottom half = 333.15
343.15

Figure 3. Measured absorption and desorption isotherms of water in [C2C1im][BF4] at 298.15 and 303.15 K as (a) a function of partial pressure of
water and (b) a function of relative humidity. Data at 298.15 K are shown in blue circles, and data at 303.15 K are shown in red squares. Filled
symbols represent absorption, and open symbols represent desorption. Uncertainties for the data measured in this work were determined to be <0.1
mol %. Black dotted and dashed lines are the ﬁtted absorption data measured by Takamuku et al.,13 and the gray dashed line is the ﬁtted desorption
data by Takamuku et al.13 Tabulated data can be found in the Supporting Information.
4

mIGAsorp =

4

∑ mi

+ ms + ma −

k

k=1

−

∑
k=1

mik
ρi

data to previously published results by Takamuku et al.13 to
check the reproducibility of the methods.
Three isotherms were measured for the [C4C1im][OAc] +
H2O system at 294.85 ± 0.01 K, 303.15 ± 0.01 K, and 315.15
± 0.01 K and 0, 1.47 ± 1.00, 1.67 ± 1.00, 5.67 ± 1.00, 10.67 ±
1.00, 15.67 ± 1.00, 20.67 ± 1.00, and 25.67 ± 1.00% RH;
however, at 294.85 K the 1.47% RH measurement was not
possible because this would require the reservoir of water to be
at a temperature below its lower temperature limit (298 K). A
detailed description of the IGAsorp procedure for operating at
low RH has been published.11 Three isotherms were also
measured for the [C4C1im][Cl] system at 283.15 ± 0.01 K,
295.15 ± 0.01 K, and 303.15 ± 0.01 K and 0, 1.67 ± 1.00, 5.67
± 1.00, 10.67 ± 1.00, 15.67 ± 1.00, 20.67 ± 1.00, and 25.67 ±
1.00% RH. The reader many note that the RH values, with the
exception of 0% RH, were 0.67% RH higher than the speciﬁed
set point value which was due to a calibration correction for
the RH probe.
Each relative humidity set point had a minimum time-out of
3 h and, in some cases, a maximum time-out of 100 h to allow
enough time for vapor−liquid equilibrium to be achieved. The
IGAsorp software, HIsorp, can also predict the equilibrium
water solubility using real-time mass vs time data. The HIsorp
software uses the linear driving force (LDF) model shown in
eq 5.

ρg (Tik , RH)

k

ms
m
ρg (Ts , RH) − a ρg (Ta , RH)
ρs
ρa

ij 4
j
− jjjj∑ m j −
jk=1 k
k

4

∑
k=1

yz
z
ρg (Tj , RH)zzzz − Cf (Ts , RH)
k
z
ρj
k
{

mj

k

(4)

The correction factor (Cf) is determined using eq 4 when
there is no sample in the sample container, i.e., when ms and ma
are zero. Finally, the mass absorbed (ma) can now be
accurately calculated as a function of T and RH corrected
for buoyancy.
II.b.ii. Sorption Isotherms. Approximately 60 mg of IL was
loaded into a clean Pyrex glass bulb (12.73 mm diameter) at
room temperature (295 ± 1 K) and room humidity (40 ± 1%)
and placed in the IGAsorp. This was done as quickly as
possible to minimize absorption of atmospheric water into the
ionic liquid (<5 min). Prior to every isotherm experiment, a
pretreatment isotherm was performed at 348.15 ± 0.1 K and
0% RH for 15 h in the IGAsorp to remove any traces of
residual water. Two isotherms were measured for [C2C1im][BF4] + H2O system at 298.15 ± 0.1 K and 303.15 ± 0.1 K
and 0, 10.67 ± 1.00, 30.67 ± 1.00, 50.67 ± 1.00, and 70.67 ±
1.00% RH. A comparison was made with the [C2C1im][BF4]

y = y0 + Δy[1 − e−(t − t0)k ]
1745
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Figure 4. Measured absorption and desorption isotherms of water in [C4C1im][OAc] at 294.85, 303.15, and 315.15 K as (a) a function of partial
pressure of water and (b) a function of relative humidity. Blue circles represent data at 294.85 K; red squares represent data at 303.15 K; green
diamonds represent data at 315.15 K. Filled symbols represent absorption, and open symbols represent desorption. The black solid lines in (a) are
calculated with the NRTL equation. Uncertainties were <0.1 mol %. Tabulated data can be found in the Supporting Information.

Figure 5. Measured absorption and desorption isotherms of water in [C4C1im][Cl] at 283.15, 295.15, and 303.15 K as (a) a function of partial
pressure of water and (b) a function of relative humidity. Green triangles represent data at 283.15 K; blue circles represent data at 295.15 K; red
squares represent data at 303.15 K. Filled symbols represent absorption and open symbols represent desorption. The solid black lines in (a) are
calculated with the NRTL equation. Uncertainties were <0.1 mol %. Tabulated data can be found in the Supporting Information.

The LDF model ﬁts the measured mass of the sample y (mg)
as a function of time t (min) using four adjustable parameters:
k is the kinetic rate constant (min−1), Δy (mg) is the diﬀerence
between the mass at equilibrium and the initial mass, y0 (mg)
is the initial mass, and, when y0 is selected, the t0 initial time
(min) is also deﬁned. At low T and high % RH conditions,
equilibrium could take more than 50 h, so the LDF model was
used to predict the absorption/desorption solubility. The slow
sorption was expected due to the high viscosity of the ionic
liquids and the ambient pressure driving force, and most
importantly, there was no mixing, such that the equilibrium
was purely diﬀusion-driven with no convection. It should be
noted that it took approximately 2 months to measure each
H2O + IL system.

Figure 3, and the results are in close agreement (%AARD
(average absolute relative deviation) < 4.6%). The slight
deviation observed between the results at higher humidity can
be attributed to the buoyancy correction applied in the current
analysis. Figure 3a provides a comparison of the solubility of
water as a function of the partial pressure of water. The
absorption and desorption data show no indication of
hysteresis, indicating the sorption mechanism of water into
[C2C1im][BF4] is physical. When the solubility results are
plotted as a function of percent relative humidity (% RH)
(Figure 3b), the isotherms converge and overlap as expected.
An important diﬀerence to mention is the measurements
performed by Takamuku et al.13 were carried out using a
magnetic suspension balance with only water vapor and no
inert carrier gas, such as nitrogen which was used in the
present method. The close agreement in the two methods
conﬁrms that using nitrogen as a carrier gas has little to no
signiﬁcant eﬀect on the solubility and that the IGAsorp is an
accurate and reliable technique for measuring water sorption in
ionic liquids. This was to be expected due to the very low
solubility of N2 in [C2C1im][BF4] (0.001 mole fraction N2 at

III. RESULTS AND DISCUSSION
III.a. Solubility and Data Comparison. Experimental
data for the absorption and desorption of [C2C1im][BF4] were
compared to data previously measured by Takamuku et al.13
using a similar method. A comparison of the data is shown in
1746
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298.15 K and 101 kPa14). The solubility of N2 in [C4C1im][OAc] and [C4C1im][Cl] was expected to also be within the
same range, and therefore was considered negligible.15
The absorption and desorption of water in [C4C1im][OAc]
and [C4C1im][Cl] as a function of water partial pressure and %
RH are shown in Figures 4 and 5, respectively. As expected, the
concentration of water in the ionic liquids increases with
increasing relative humidity (or partial water vapor pressure)
and decreases with increasing temperature as shown in Figures
3−5. In addition, there is little to no diﬀerence between
absorption and desorption measurements as shown in Figures
3a, 4a, and 5a, which indicates that the sorption process is
reversible and indicates physical sorption. When the solubility
data are plotted as a function of % RH, the isotherms converge
and overlap, as shown in Figures 3b, 4b, and 5b. As expected,
the absorption of water depends only on the relative humidity
which incorporates the eﬀect of temperature via P0 (saturation
pressure of water) as shown in eq 3.
A clear diﬀerence can be observed in the shape of the
isotherms for each IL−water system as shown in Figure 6. The

III.b. Thermodynamic Modeling. The solubility of water
in the three ionic liquids was modeled using the NRTL activity
coeﬃcient model which has been used successfully to ﬁt other
water−ionic liquid systems.16−18 The NRTL model can be
applied to the current systems because the measured pressures
are low (P ≤ 101.325 kPa) and the vapor pressure for the ionic
liquid is assumed to be negligible (P2 = 0). The calculation
begins with the vapor−liquid equilibrium of a binary mixture
(eq 6), where i represents the species (1) water and (2) IL, γ is
the activity coeﬃcient, x is the mole fraction of i in the liquid
phase, f/P is the fugacity coeﬃcient, and y is the mole fraction
of i in the gas phase.
i f yz
ify
zz = P ∑ y jjj zzz
i
P
k P {sat, i
i = 1 k {i

∑ xiγi(T , P , x)Pisat(T )jjj
2

i=1

2

(6)

Equation 6 can be simpliﬁed assuming the absorption of
nitrogen into ionic liquids is insigniﬁcant, the vapor pressures
of ILs are negligible, and, due to the suﬃciently low pressures,
the fugacity coeﬃcient corrections are essentially equal to 1.
This results in the simpliﬁed equation (eq 7):
x1γ1P1sat = P1

(7)

The activity coeﬃcient can be calculated using the NRTL
model as shown in eq 8, where τ12 and τ21 are the
dimensionless interaction parameters.
2
ij ji i
yz
zyzyzzz
G21
τ12G12
j j j
zzzz
zz +
P1 = P1satx1 expjjjjx 2 2jjjτ21jjj
z
j jj jk x1 + x 2G21 zz{
(x 2 + x1G12)2 zzzz
{{
k k

(8)

This form can be further simpliﬁed using Gij = exp(−αijτij)
and x2 = 1 − x1 giving the following equation:
ij
j
P1 = P1satx1 expjjjj(1 − x1)2
j
k
2
ij i
yz
exp(−α21τ21)
jj jj
z
jjτ21jj
z
jj j x1 + (1 − x1) exp(−α21τ21) zz
{
k k

Figure 6. Solubility data comparison for [C2C1im][BF4] (circles),
[C4C1im][OAc] (squares), and [C4C1im][Cl] (triangles) at 303.15
K. Filled symbols represent absorption, and open symbols represent
desorption. The solid black lines are calculated with the NRTL
equation. The NRTL ﬁt for [C2C1im][BF4] was developed using
experimental data from Takamuku et al.13

yzyzz
zzzz
zz
2z
(1 − x1 + x1 exp(−α12τ12)) zzzz
(9)
{{
with τ12 = b12 + c12/T and τ21 = b21 + c21/T.
The parameters αij, bij, and cij were determined by ﬁtting the
solubility data of all isotherms to eq 9 using a least-squares
method. The parameters are provided in Table 2.
The model correlations for [C4C1im][OAc] and [C4C1im][Cl] are shown in Figures 4a and 5a. This study only measured
two temperatures for the [C2C1im][BF4] system; therefore, the
solubility data for water in [C2C1im][BF4] at temperatures of
283, 291, 298, and 303 K were obtained from Takamuku et
al.13 and correlated with the NRTL model. Overall, the NRTL
τ12 exp(−α12τ12)

+

isotherms for the H2O + [C2C1im][BF4] system are essentially
linear over the relative humidity range measured (0−70% RH),
while the isotherms for the H2O + [C4C1im][OAc] and H2O +
[C4C1im][Cl] systems exhibit typical Langmuir-type isothermal behavior. The [C4C1im][OAc] and [C4C1im][Cl] ionic
liquids absorbed a higher amount of water than [C2C1im][BF4], even at much lower relative humidity (i.e., 25% RH).
This illustrates the expected higher water absorption capacity
of [C4C1im][OAc] and [C4C1im][Cl].

Table 2. Binary NRTL Parameters of Water Vapor Solubility in Ionic Liquids
ionic liquid

α

b12

c12 (K)

b21

c21 (K)

Sa (kPa)

na

[C4C1im][OAc]
[C4C1im][Cl]
[C2C1im][BF4]

0.16
0.32
0.82

6.76
7.05
13.53

−122.00
−3009.51
−3139.19

−5.82
−2.25
−0.86

−388.00
−201.01
271.61

0.05
<0.01
0.04

39
33
149

S is the standard error of regression, and n is the number of data points ﬁtted. Details can be found in the Supporting Information.

a
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model provides an excellent ﬁt for all three systems as shown
by the low standard errors of regression in Table 2.
Considering that α is a measure of nonrandomness, and α =
0 describes the ideal random system, it can be concluded that
the most nonideal system is [C2C1im][BF4] with α = 0.82. The
nonrandom dispersion of water molecules in both [C2C1im][BF4]13 and [C4C1im][BF4]16 as described in the literature
may provide some explanation for this nonideal behavior.
The NRTL τij values (see the Supporting Information)
calculated by the bij and cij parameters can also provide
interesting conclusions on the energies of interaction for each
water−IL system. Equation 10 illustrates the relationship
between τij and the energy interaction parameters gij.
τij =

Δgij
RT

=

gij − gjj
RT

(10)

The τ21 results for [C2C1im][BF4], [C4C1im][OAc], and
[C4C1im][Cl] were ∼0.05, ∼−7.10, and ∼−2.91 as shown in
Tables S10−S12 in the Supporting Information. It is important
to consider that gij values are negative because they are
attractive forces.19 In the [C4C1im][OAc] and [C4C1im][Cl]
systems the IL−water interactions |g21| (=|g12|) are larger than
the water−water interactions |g11|, but in [C2C1im][BF4] the
IL−water interactions are essentially the same to slightly
weaker than the water−water energy interactions. This
comparison suggests that substantial water−water bonding
interactions exist in the [C2C1im][BF4] system which are
energetically equal to, if not stronger than, the bonding
occurring between water and the IL molecules. The τ21 values
also show that the water solubility in ILs is dependent on the
relative diﬀerence between the IL−water interactions and the
IL−IL interactions. For example, the high water solubility in
[C4C1im][OAc] is due to the stronger IL−water interactions
compared to the water−water interactions (i.e., low τ21 value).
Higher τ21 values indicate a lower water solubility; for example,
[C4C1im][Cl] (τ21 ∼ −2.91) has a lower water solubility than
[C4C1im][OAc] (τ21 ∼ −7.10), followed by [C2C1im][BF4]
(τ21 ∼ 0.05), which has an even lower water solubility.
III.c. Heats of Absorption. A comparison between the
heat of absorption of water in the water−IL systems and the
heat of vaporization of water can provide insight into the
interaction behavior.13 The heats of absorption for all three
systems were calculated with the Clausius−Clapeyron
equation, where the pressure values used were determined
with the NRTL correlation at the temperatures measured (see
the Supporting Information). The enthalpies of absorption
calculated by Takamuku et al.13 were recalculated in this work
using their data and our NRTL model parameters.
The heats of water absorption as a function of water
concentration in [C2C1im][BF4], [C4C1im][OAc], and
[C4C1im][Cl] were compared to the enthalpy of vaporization
for water (ΔHvap) at 298.15 K (44 kJ/mol)20 as shown in
Figure 7. It is clear from Figure 7a that the IL−water
interactions (i.e., heats of absorption) in the [C2C1im][BF4]
system are weaker at lower concentrations of water (xw);
however, as the water concentration increases, the interactions
with water increase and approach that of pure water−water
interactions which are governed by hydrogen bonding. On the
contrary, at low concentrations of water in [C4C1im][OAc]
and [C4C1im][Cl] (Figure 7a,b), the heats of absorption are
larger than the ΔHvap of water, and as the water concentration
increases, the interactions decrease and approach that of pure

Figure 7. Enthalpy of absorption for water in (a) [C2C1im][BF4], (b)
[C4C1im][OAc], and (c) [C4C1im][Cl]. The standard errors are
shown in vertical error bars. The dashed line represents the enthalpy
of vaporization of water at 298 K.

water−water interactions. The energy interaction parameters gij
suggested a similar behavior, where the IL−water interactions
were shown to be slightly weaker than the water−water
interactions in [C2C1im][BF4], but larger in [C4C1im][OAc]
and [C4C1im][Cl]. In addition, published activation energy
(Ea) values for the rotational motion of water molecules in
[C2C1im][BF4]13 and [C4C1im][Cl]21 illustrate a similar
trend. The Ea values suggest that an increase in water
concentration increases the mobility of water molecules in
[C4C1im][Cl], but rather restricts the rotational motion of
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m
1
= πh2(3r − h)
ρ
3

water in [C2C1im][BF4] (see the Supporting Information for
additional details).
III.d. Diﬀusion. The mass absorption and desorption of
water into the ionic liquid were measured as a function of time
at each T and % RH; therefore, it was possible to calculate an
eﬀective binary diﬀusion coeﬃcient. Due to the spherical shape
of the Pyrex container, the ionic liquid volume was also a
partial spherical shape (shown in Figure 8), where the water

(12)

Figure 9. COMSOL 2D geometry with the domain and boundaries of
interest.

The COMSOL Multiphysics software describes the entire
geometry of the liquid by revolving the 2D shape in Figure 9
around the line r = 0 (boundary 1), thus creating a threedimensional (3D) shape. The initial concentration (eq 13) was
applied by setting an initial value condition to domain 1. The
saturation condition (eq 14) can also be applied by setting a
concentration condition for boundary 2 to equal Cs. The
symmetry condition (eq 15) was applied using the “Axial
Symmetry” condition for boundary 1. Finally, the no-ﬂux
boundary condition (eq 16) was set as boundary 3.

Figure 8. Partial spherical structure of the ionic liquid sample volume
shown in the shaded region.

vapor is present above the partial sphere and enters the ionic
liquid through the planar face. Water diﬀuses within the IL in
radial and polar (θ) directions, and the concentration of water
is equal across the azimuthal (ϕ) coordinate and symmetrical
at θ = 0. Finally, the diﬀusion stops at the walls of the glass
bulb where the ﬂux boundary condition is equal to zero. To
simplify the calculation of the diﬀusion coeﬃcient, the
following assumptions were made:
• no convective force is present
• temperature and pressure remain constant at the
speciﬁed set point
• the ionic liquid−water system is a dilute solution where
thermophysical properties, such as density and viscosity,
remain constant at the speciﬁed set point
The partial spherical shape of the ionic liquid in the sample
container complicates the coordinate description of the top
boundary condition, where the concentration of water is
assumed to instantly reach the saturation concentration. For
this reason, COMSOL Multiphysics modeling software was
used to simulate the diﬀusion of water into a partial sphere of
ionic liquid using Fick’s law of diﬀusion, where C is the
concentration of water (mol/m3), t is time (s), and D is the
diﬀusion coeﬃcient (m2/s) of water vapor in the IL:
∂C
= D∇C
∂t

C = C0

throughout the IL when t = 0

(13)

C = Cs

at the top boundary when t > 0

(14)

∂C
=0
∂θ

at θ = 0

∂C
=0
∂r

at r = R

(15)
(16)

Three methods were considered in the COMSOL Multiphysics analysis (see the Supporting Information), where the
chosen approach was to use the COMSOL Multiphysics
Optimization interface to solve for D, Cs, and C0 while
minimizing the sum of square diﬀerences between the
simulation measurements and the experimental (mass fraction
vs time) data (see details in the Supporting Information). This
approach was applied to the time-dependent solubility data for
the H2O + [C4C1im][OAc] system at 294.85 K and 15.67%
RH, as reported in Table 3.
It was also desired to observe if the 1D diﬀusion
approximation previously used by Minnick et al.11 could be
successfully used to predict the diﬀusion in this hemispherical
system. The 1D diﬀusion approximation is shown in eq 17:
Table 3. D, Cs, and C0 Determined by the 2D COMSOL
Simulation and the 1D Diﬀusion Equation (eq 17) for the
Solubility of Water in [C4C1im][OAc] at 15.67% RH and
294.85 K

(11)

The geometry of COMSOL was deﬁned by creating half of a
two-dimensional (2D) hemisphere with radius = 6.37 mm
(equal to the radius of the Pyrex sample container), and
removing part of it to make the height (boundary 1 in Figure
9) equal to the height of the ionic liquid. This height was
determined using eq 12, where the mass m (g), density ρ (g/
cm3), and radius r (cm) were known.

method

D (×10−11 m2/s)

Cs
(wt %)

C0
(wt %)

Sa (wt %)

na

measured
2D simulation
1D equation

−
1.1
1.1

18.6
19.2
18.6

15.4
14.9
15.0

−
0.1
0.1

−
47
47

a

S is the standard error of regression, and n is the number of data
points ﬁtted. Details can be found in the Supporting Information.
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The concentration of water increases as RH increases;
therefore, the physical properties of the system are not
constant. Due to volume expansion, the height of the sample
through which the water molecules must travel increases with
increasing RH. A simple comparison was performed on the
maximum RH measured to determine the diﬀerence between
using a “dry” height (where the height is only due to the dry
IL) and the average “wet” height due to volume expansion with
water (see the Supporting Information for more details). The
diﬀusion coeﬃcients at the highest RH values were about 15%
higher for [C2C1im][BF4], 33% higher for [C4C1im][OAc],
and 25% higher for [C4C1im][Cl], when using the average
“wet” height, than when using the “dry” height in eq 17. For
this reason, the diﬀusion coeﬃcients calculated in this work use
an average height at each T and % RH set point, where the
average height is determined based on the initial height and
ﬁnal height at the speciﬁc set point (see the Supporting
Information for more details). The diﬀusion coeﬃcients
determined using the 1D model and the average height
approach are shown in Figures 11−13. The measured and
calculated solubility of water using the 1D diﬀusion model can
be found in the Supporting Information.

(17)

which describes the average concentration of water ⟨C⟩ as a
function of time for an ionic liquid system with height L in a
cylindrical container, where λn = (n + 1/2)π/L. In this case the
water vapor enters the system through the top ﬂat face and
travels downward in the z-direction. It is important to note
that L in eq 17 is not equal to h from eq 12. The radius of the
cylinder was assumed to be equal to the partial radius (i.e., the
length of boundary 2 in Figure 9) calculated in eq 18, and the
height (L) of the theoretical cylinder was calculated using eq
19, where the mass m (g), density ρ (g/cm3), and radius r
(cm) were known.
rp =
L=

h(2r − h)
m
ρπrp2

(18)

(19)

In eq 17, 150 summations were used because additional
terms had an impact of less than 1 × 10−14 (m2/s) on the D
coeﬃcient and less than 1 × 10−4 (mass fraction) on the Cs
and C0 values. Figure 10 depicts the diﬀerent ﬁts obtained by

Figure 10. Comparison between using the COMSOL 2D mass
transfer simulation ﬁt (solid blue line) and the 1D diﬀusion equation
(eq 17) (dotted−dashed red line) to determine the binary diﬀusion
coeﬃcient for water in ionic liquids by ﬁtting the mass fraction per
time data (open circles) of water−[C4C1im][OAc] system at 294.85
K and 15.67% RH.

Figure 11. Diﬀusion results for absorption and desorption of water in
[C2C1im][BF4] determined using the 1D diﬀusion approximation.
The blue circles represent data at 298.15 K, and red squares represent
data at 303.15 K. The ﬁlled symbols are absorption, and empty
symbols are desorption. Lines show trend. The uncertainties are T =
±0.01 K; % RH = ±1%; and D ≤ ±0.3 × 10−11 m2/s. Tabulated data
can be found in the Supporting Information.

the 1D diﬀusion equation, and Table 3 provides the values for
D, Cs, C0, and standard errors of regression (S). The 1D
approximation, eq 17, was applied to the experimental
concentration data using three methods (see the Supporting
Information), and the chosen method ﬁtted eq 17 to the mass
fraction vs time data and determined the D, Cs, and C0 values.
The results predicted by COMSOL Multiphysics and the 1D
diﬀusion model are not signiﬁcantly diﬀerent, as shown in
Figure 10 and Table 3; however, the 1D model predicts a Cs
value closer to the measured water solubility. Therefore, the
1D model was used for the remainder of this study. In the
future, a study comparing the two water absorption measurement techniques using the spherical and cylindrical shaped
containers to evaluate diﬀerences in diﬀusion coeﬃcients is
recommended.

The reported diﬀusion coeﬃcients for [C2C1im][BF4],
[C4C1im][OAc], and [C4C1im][Cl] increase with an increase
in temperature, as expected. For example, the water absorption
in [C2C1im][BF4] at 10% RH and 298 K had D = (9.7 ± 0.1)
× 10−11 m2/s, while at 303 K, D = (13.1 ± 0.1) × 10−11 m2/s.
The 35% increase in the diﬀusion coeﬃcient is due to the
decrease in viscosity of the ionic liquid (0.0372 ± 0.0032 Pa·s
at 298.15 K and 0.0314 ± 0.0021 Pa·s at 303.15 K)22 which
leads to faster water diﬀusion into the ionic liquid.
Also as expected, the viscosities of [C2C1im][BF4],
[C4C1im][OAc], and [C4C1im][Cl] decrease as the water
concentration increases.22−24 Therefore, diﬀusivity is expected
to increase as relative humidity increases, and this was
observed for [C4C1im][OAc] and [C4C1im][Cl]. Surprisingly,
despite a decrease in viscosity as relative humidity increases,
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the H2O + [C2C1im][BF4] system shows a decrease in
diﬀusion D. The desorption coeﬃcients for the [C4C1im][OAc] and [C4C1im][Cl] were not signiﬁcantly diﬀerent from
the absorption diﬀusion coeﬃcients, but in general the
desorption D values were slightly higher. This is expected
because the diﬀusion during the desorption process begins
with a higher water concentration; therefore, the viscosity is
lower than the corresponding absorption process at the same T
and P conditions. However, in the case of [C2C1im][BF4] the
desorption coeﬃcients were lower than the absorption
coeﬃcients; for example, at 298.15 K and 50.67% RH,
Ddesorption= (4.1 ± 0.2) × 10−11 m2/s vs Dabsorption = (5.6 ±
0.1) × 10−11 m2/s. This again illustrates the unexpected
inﬂuence the presence of water has on the diﬀusion coeﬃcient
in [C2C1im][BF4].
III.e. Stokes−Einstein Estimation of Diﬀusing Radius.
A comparison of the diﬀusing radii in the IL−water systems
may also provide insight regarding the diﬀerence in diﬀusion
coeﬃcients of such systems. The Stokes−Einstein equation
provides the relationship of a spherical solute A with radius rA
diﬀusing through a solution B with viscosity ηB, as shown in eq
20, where k is the Boltzmann constant.

Figure 12. Diﬀusion results for absorption and desorption of water in
[C4C1im][OAc] determined using the 1D diﬀusion approximation.
The blue circles represent data at 294.85 K, red squares represent data
at 303.15 K, and green diamonds represent data at 315.15 K. The
ﬁlled symbols are absorption, and empty symbols are desorption.
Lines show trend. The uncertainties are T = ±0.01 K; % RH = ±1%;
and D < 0.2 × 10−11 m2/s. Tabulated data can be found in the
Supporting Information.

D=

kT
6πrAηB

(20)

This equation was modiﬁed empirically by Shiﬂett and
Yokozeki25 to introduce the dependence of diﬀusion on the
mixture density raised to a power b (i.e., D ∝ η−b), and it is
shown in eq 21, where a normalization factor was included (η0
= 1 mPa·s) and a = ln(k/6πrη0).
ln(D/T ) = a − b ln(η/η0)

(21)

The diﬀusion data as a function of T and xw were ﬁt with eq
21 along with viscosity data determined from the literature to
calculate the diﬀusing radius, r, in coeﬃcient a. The resulting
diﬀusing radius for the water−[C4C1im][OAc] and water−
[C4C1im][Cl] systems were ∼1 nm, and >15 nm for the
water−[C2C1im][BF4] system. The radii of water, [OAc]−,
[Cl]−, and [BF4]− are 0.14,26 0.16,27 0.18,28 and 0.22 nm,29
respectively. This supports the hypothesis that [C4C1im][OAc] and [C4C1im][Cl] ionic liquids coordinate with only a
few water molecules through hydrogen bonding, and that
much larger water/BF4− clusters/networks are occurring in the
[C2C1im][BF4] system, where water−water hydrogen bonds
form and may aggregate with or around BF4 ions. Several
studies agree on the possibility that water aggregates and ionic
clusters may form in aqueous IL mixtures.2,30−33 Therefore,
although viscosity of the water−IL systems decreased as water
concentration increased, the size of the diﬀusing species in

Figure 13. Diﬀusion results for absorption and desorption of water in
[C4C1im][Cl] determined using the 1D diﬀusion approximation. The
green triangles represent data at 283.15 K, blue circles represent data
at 295.15 K, and red squares represent data at 303.15 K. The ﬁlled
symbols are absorption, and empty symbols are desorption. Lines
show trend. The uncertainties are T = ±0.01 K; % RH = ±1%; and D
< 0.2 × 10−11 m2/s. Tabulated data can be found in the Supporting
Information.

Table 4. Comparison of Diﬀusion Coeﬃcients and ΔHabs of Water in [C2C1im][BF4], [C4C1im][OAc], and [C4C1im][Cl] as a
Function of Temperature and Viscosity
ionic liquid

Ta (K)

xwa (mol %)

μb (Pa·s)

D (m2/s)

[C2C1im][BF4]

298.15
303.15
294.85
303.15
295.15
303.15

8.45
9.23
77.8
78.1
69.3
69.0

0.030
0.025
0.039
0.024
0.040
0.028

(9.7 ± 0.1) × 10−11
(13.1 ± 0.1) × 10−11
(1.7 ± 0.1) × 10−11
(2.8 ± 0.1) × 10−11
(2.1 ± 0.1) × 10−11
(3.5 ± 0.1) × 10−11

[C4C1im][OAc]
[C4C1im][Cl]

ΔHabs (kJ/mol)
39.2
39.3
45.4
45.4
45.5
45.5

±
±
±
±
±
±

0.1
0.1
0.1
0.1
0.1
0.1

The uncertainties are T ± 0.01 K and xw < 0.1 mol % . bThe viscosity values for [C2C1im][BF4],22 [C4C1im][OAc],23 and [C4C1im][Cl]24 were
determined from the literature.

a
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[C4C1im][OAc] (from 1.7 × 10−11 to 2.8 × 10−11 m2/s) and
[C4C1im][Cl] (from 1.8 × 10−11 to 3.5 × 10−11 m2/s).
Diﬀusing radius calculations using the Stokes−Einstein
relationship support the hypothesis that only a few water
molecules through hydrogen bonding form clusters with the
[OAc] and [Cl] anions, but much larger water/BF4− clusters/
networks are occurring in the [C2C1im][BF4] system which
increase in size with increase in water concentration.
The NRTL correlations and the Clausius−Clapeyron
equation were used to determine the enthalpy of absorption
for the three ILs, which were compared to the water−water
interactions illustrated by the heat of vaporization of water at
298 K. This assessment, along with rotational energy
information and the NRTL interaction parameters, also
provides further support for the diﬀerences observed in the
diﬀusivity of water in each IL. In general, [C2C1im][BF4]
displays weaker interactions with water than [C4C1im][OAc]
and [C4C1im][Cl]. It was observed that, as water concentration increased, the water−water hydrogen bonding energy
began to exceed the [C2C1im][BF4]−water interactions, and
the water diﬀusivity decreased. On the other hand, the increase
in water concentration in [C4C1im][OAc] and [C4C1im][Cl]
decreased the interactions between water−IL, and was
presumed to increase water mobility; therefore, the water
diﬀusivity increased.

[C2C1im][BF4] is expected to increase whereas the diﬀusing
radii in the [C4C1im][OAc] and [C4C1im][Cl] are expected to
remain constant.
III.f. Relationship between the Heat of Absorption
and the Diﬀusion Coeﬃcient. The eﬀect of the water−IL
interactions on the diﬀusion coeﬃcients are clearly observed
when comparing the three systems at similar viscosities and
temperatures as shown in Table 4. The ΔHabs of water and
viscosity in [C4C1im][OAc] (45.4 ± 0.1 kJ/mol, 0.024 Pa·s, xw
= 78.1 mol %) and [C4C1im][Cl] (45.5 ± 0.1 kJ/mol, 0.028
Pa·s, xw = 69.0 mol %) at 303.15 K were essentially the same;
therefore, the absorption diﬀusions were similar (D[C4C1im][OAc]
= (2.8 ± 0.1) × 10−11 m2/s and D[C4C1im][Cl] = (3.5 ± 0.1) ×
10−11 m2/s). However, at the same conditions (0.025 Pa·s),
the H2O + [C2C1im][BF4] system (at xw = 9.23 mol %) had a
lower ΔHabs of water (39.3 ± 0.1 kJ/mol) and a signiﬁcantly
higher absorption diﬀusion (13.1 × 10−11 m2/s). The same
behavior is also observed at 294.85−298.15 K and 0.030−
0.041 Pa·s, as shown in Table 4. Therefore, the measurements
indicate that, even though the viscosity of all three IL−water
systems decreases as water concentration increases, the
diﬀusion coeﬃcients are also a function of the molecular
(water−water and water−IL) interactions (i.e., ΔHabs). To
better understand the interaction behavior of water molecules
with the IL cations and anions, a molecular simulation study is
recommended. The use of molecular simulations could provide
further insights into the structure and state of water in these
interesting IL−water systems.
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IV. CONCLUSION
The solubility of water was measured in three ionic liquids
([C2C1im][BF4], [C4C1im][OAc], and [C4C1im][Cl]) using
an IGAsorp gravimetric microbalance over a range of
temperature (293−315 K) and relative humidity (0−70%).
The solubility of water in [C2C1im][BF4] agreed with
published data and provided conﬁdence that the method was
reliable for measuring water sorption in ionic liquids. The
solubility of water was the highest in [C4C1im][OAc] (77.5
mol %), followed by [C4C1im][Cl] (68.6 mol %) and
[C2C1im][BF4] (19.5 mol %) at equivalent conditions
(303.15 K and 25% RH).
The activity coeﬃcient NRTL model was successfully used
to correlate the solubility data of the three IL systems.
Temperature independent parameters were calculated using
the solubility for each isotherm. Furthermore, energy
interaction parameters (α, τ12, and τ21) provided further
explanation for the solubility diﬀerences observed between
[C4C1im][OAc], [C4C1im][Cl], and [C2C1im][BF4].
A diﬀusion analysis was performed using two diﬀerent
models: one which considered the 2D diﬀusion behavior in a
partial hemisphere, and another which applied the 1D diﬀusion
equation employed in previous works.11 This work demonstrated the 1D diﬀusion model provides satisfactory
predictions and can be used to determine the water−IL binary
coeﬃcients. Upon comparing the diﬀusion coeﬃcients, the
expected increase in diﬀusion with lower viscosity as
temperature increases was conﬁrmed for the three water−IL
systems. However, an unexpected result was observed for
[C2C1im][BF4] with the decrease in diﬀusion (from 13.1 ×
10−11 to 3.2 × 10−11 m2/s) as water concentration increased
(i.e., lower viscosity), whereas the expected result, an increase
in diﬀusion with increasing water content, was observed for

Water solubility and density data, NRTL modeling,
enthalpy of absorption, diﬀusion modeling, diﬀusion
coeﬃcient data (PDF)
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